


Volume — 10 levels

Wireless microphone

Magnetic charging bays

Phone book

Active call indicator

Call log
Menu navigation

Mute

Redial

Flash

Central, full-duplex speakerphone

* Use of caller ID feature requires a subscription available through your local telephone company.

© 2014 VTech Communications, Inc. All rights reserved. ErisStation™ and Orbitlink Wireless Technology™ are trademarks of VTech Communications, Inc.

Orbitlink Wireless Technology 

Digital mixing technology

Acoustic echo cancellation technology

Automatic gain control

Central, full-duplex speakerphone in base

Operable in small, medium and large rooms

2-line backlit display with date and time

Built-in wireless microphone charging bays in base

Connects to/supports one analog line; POTS interface

Eco mode (talk mode)

Up to 70 hours standby time per wireless microphone

Up to 8 hours talk time per wireless microphone

10 ring tones/melodies; 6 ring levels

Volume control: 10 levels

Speed dial

Redial/last number redial

Pre-dialing with editing

Active call indicator: green LED on base unit and wireless microphones

50 CID log entry (type 1)*

50-name/number phone book entries

Alpha phone book search

Number saving from CID log to phone book or speed dial

Enhanced noise reduction/Dynamic noise reduction (DNR)

Fast adaptive feedback control

Replacement microphone: VCS704-WM

2-year standard warranty

PBX/PSTN compatibility

10 speed dial entries

ErisStation Conference Phone Features

Integrated Communications System
Compact, all-in-one design makes it easy to keep everything together—no clutter, no hassle. A built-in charging 
station with magnetic bays ensures the microphones are charged and available for the next meeting. The system is PBX 
compatible and comes with all the traditional phone features needed for productive calls, including a 50-name and 
–number phone book, 50-number caller ID log* and a large, backlit display for easy call handling.  
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